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TOP VIEW
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FRONT VIEW

NOTES:
1. ALL DIMENSIONS IN MILLIMETERS

F— 50.00

26.00

2. DOVETAIL FEMALE SLOT: 0.4mm CLEARANCE ON ALL SURFACES
3. SERVO POCKET: INTERFERENCE FIT FOR 9G SERVO (23x12.5x26mm)

4. HOOK SLOTS: 8.0 x 6.0 x 10.0mm DEEP

5. PRINT ORIENTATION: ON SIDE (DOVETAIL SLOT ACCESSIBLE)
6. SUPPORTS REQUIRED FOR DOVETAIL OVERHANG

7. INFILL: 50% MINIMUM FOR STRUCTURAL INTEGRITY

8. DETENT BUMPS: 4mm DIA SPHERES ON SIDE WALLS (SEE SCAD)

SERVO SPECIFICATION:

DIMENSIONS: 23 x 12.2 x 29mm TBADE).: 180°

TYPE: 9G DIGITAL MICRO SERVDBDRQUE: 1.8 kg-cm MIN

SIDE VIEW (SECTION A-A)
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DETAIL B - DOVETAIL FEMALE (4:1)
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DETAIL C - SERVO POCKET
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23.00 x 12.50 x 26.00
FITS 9G SERVO

ISOMETRIC VIEW
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MATERIAL: PETG OR CF-NYLON
TOLERANCE: £0.2mm UNLESS NOTED | SCALE: 2:1

MODEL-F

PAYLOAD HOLDER - CRADLE

PART NO:

MF-PH-002
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